

Industrial Piping Systems


PVDF Industrial Piping System


Fittings


Code: 30.067


Reducer concentric


long spigot


injection moulded


Butt+IR+HPF-welding


PVDF natural


Dimension Code Detail
da(OD)


mm
da1(OD1)


mm
s


mm
L


mm
s1


mm Weight


110/90 30.067.1190.33 110/90 SDR33 ISO S-16 110 90 3,4 90 2,8 0.202


140/110 30.067.1411.33 140/110 SDR33 ISO S-16 140 110 4,3 110 3,5 0.387


160/110 30.067.1611.33 160/110 SDR33 ISO S-16 160 110 4,9 230 3,4 0.82


160/140 30.067.1614.33 160/140 SDR33 ISO S-16 160 140 4,9 226 4,3 1.023


225/160 30.067.2216.33 225/160 SDR33 ISO S-16 225 160 6,9 160 4,9 1.15


250/160 30.067.2516.33 250/160 SDR33 ISO S-16 250 160 7,7 179 4,9 1.6


250/225 30.067.2522.33 250/225 SDR33 ISO S-16 250 225 7,7 180 6,9 1.85


315/160 30.067.3116.33 315/160 SDR33 ISO S-16 315 160 9,7 180 4,9 5


315/250 30.067.3125.33 315/250 SDR33 ISO S-16 315 250 9,7 180 7,7 5


25/20 30.067.2520.21 25/20 SDR21 ISO S-10 25 20 1,9 50 1,9 0.014


32/20 30.067.3220.21 32/20 SDR21 ISO S-10 32 20 2,4 50 1,9 0.016


32/25 30.067.3225.21 32/25 SDR21 ISO S-10 32 25 2,4 50 1,9 0.016


40/20 30.067.4020.21 40/20 SDR21 ISO S-10 40 20 2,4 55 1,9 0.02


40/25 30.067.4025.21 40/25 SDR21 ISO S-10 40 25 2,4 55 1,9 0.024


40/32 30.067.4032.21 40/32 SDR21 ISO S-10 40 32 2,4 55 2,4 0.025


50/20 30.067.5020.21 50/20 SDR21 ISO S-10 50 20 3 60 1,9 0.036


50/25 30.067.5025.21 50/25 SDR21 ISO S-10 50 25 3 60 1,9 0.043


50/32 30.067.5032.21 50/32 SDR21 ISO S-10 50 32 3 60 2,4 0.043


50/40 30.067.5040.21 50/40 SDR21 ISO S-10 50 40 3 60 2,4 0.043


63/25 30.067.6325.21 63/25 SDR21 ISO S-10 63 25 3 75 1,9 0.06


63/32 30.067.6332.21 63/32 SDR21 ISO S-10 63 32 3 65 2,4 0.061


63/40 30.067.6340.21 63/40 SDR21 ISO S-10 63 40 3 65 2,4 0.063


63/50 30.067.6350.21 63/50 SDR21 ISO S-10 63 50 3 65 3 0.065
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Industrial Piping Systems


PVDF Industrial Piping System


Dimension Code Detail
da(OD)


mm
da1(OD1)


mm
s


mm
L


mm
s1


mm Weight


75/50 30.067.7550.21 75/50 SDR21 ISO S-10 75 50 3,6 148 3 0.194


75/63 30.067.7563.21 75/63 SDR21 ISO S-10 75 63 3,6 149 3 0.203


90/50 30.067.9050.21 90/50 SDR21 ISO S-10 90 50 4,3 90 3 0.151


90/63 30.067.9063.21 90/63 SDR21 ISO S-10 90 63 4,3 160 3 0.276


90/75 30.067.9075.21 90/75 SDR21 ISO S-10 90 75 4,3 162 3,6 0.314


110/63 30.067.1163.21 110/63 SDR21 ISO S-10 110 63 5,3 103 3 0.24


110/90 30.067.1190.21 110/90 SDR21 ISO S-10 110 90 5,3 90 4,3 0.249


140/63 30.067.1463.21 140/63 SDR21 ISO S-10 140 63 6,7 133 3 0.504


140/110 30.067.1411.21 140/110 SDR21 ISO S-10 140 110 6,7 110 5,3 0.481


160/110 30.067.1611.21 160/110 SDR21 ISO S-10 160 110 7,7 230 5,3 1.21


160/140 30.067.1614.21 160/140 SDR21 ISO S-10 160 140 7,7 226 6,7 1.43


225/160 30.067.2216.21 225/160 SDR21 ISO S-10 225 160 10,8 160 7,7 1.68


250/160 30.067.2516.21 250/160 SDR21 ISO S-10 250 160 11,9 179 7,7 2.25


250/225 30.067.2522.21 250/225 SDR21 ISO S-10 250 225 11,9 180 10,8 2.69
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