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knie 45° PP-H/PE100 S5 SDR11

• SDR17 op aanvraag 
PN

(bar)
D

(mm)
d

(mm)
code SP gewicht

(kg)
D1

(mm)
ZA 1
(mm)

ZA 2
(mm)

L1
(mm)

Zi 1
(mm)

Zi 2
(mm)

10 ‐ 16 50 20 727 154 206 1 0,407 66 105 175 56 120 190
10 ‐ 16 50 25 727 154 207 1 0,413 66 105 175 56 120 190
10 ‐ 16 63 32 727 154 208 1 0,704 81 120 190 63 135 205
10 ‐ 16 75 40 727 154 209 1 1,260 97 145 225 71 160 240
10 ‐ 10 90 50 727 154 210 1 1,558 113 170 260 85 185 275
10 ‐ 10 110 63 727 154 211 1 2,718 136 210 310 103 225 325
10 ‐ 10 125 75 727 154 212 1 3,759 151 225 330 107 240 345
10 ‐ 10 140 90 727 154 213 1 6,251 196 250 360 134 265 375
10 ‐ 10 160 110 727 154 214 1 7,825 196 260 375 134 275 390
10 ‐ 10 180 125 727 154 215 1 7,072 217 280 400 142 295 415
10 ‐ 10 200 140 727 154 216 1 12,474 250 285 405 170 300 420
10 ‐ 10 225 160 727 154 217 1 17,683 280 335 460 205 350 475
10 ‐ 10 280 200 727 154 219 1 25,211 315 370 500 220 385 515
10 ‐ 10 315 225 727 154 220 1 40,136 315 400 550 220 420 570

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a

guaranteed durability. They are subject to modification. Our General Terms of Sale apply.

Georg Fischer Piping Systems Ltd, Postfach, CH-8201 Schaffhausen/Switzerland

Phone +41 -(0)52-631 1111

e-mail: info.ps@georgfischer.com

Internet: http://www.gfps.com


