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T-stuk 90° reductie, ABS metrisch

d
(mm)

d1
(mm)

PN
(bar)

code SP gewicht
(kg)

z1
(mm)

z
(mm)

inch
benadering

(inch)

L
(mm)

L1
(mm)

D
(mm)

25 20 16 729 200 134 10 0,030 14 14 3∕4 ‐ 1∕2 ‐ 3∕4 33 30 33
32 25 10 729 200 138 10 0,049 17 17 1 ‐ 3∕4 ‐ 1 39 36 41
40 25 10 729 200 151 10 0,083 23 23 1 1∕4 ‐ 3∕4 ‐ 1 1∕4 49 42 50
40 32 10 729 200 147 10 0,085 23 23 1 1∕4 ‐ 1 ‐ 1 1∕4 49 45 50
50 25 10 729 200 010 5 0,138 28 28 1 1∕2 ‐ 3∕4 ‐ 1 1∕2 59 47 62
50 32 10 729 200 164 5 0,141 28 28 1 1∕2 ‐ 1 ‐ 1 1∕2 59 50 62
63 25 10 729 200 011 10 0,246 34 34 2 ‐ 3∕4 ‐ 2 73 53 77
63 32 10 729 200 178 5 0,256 34 35 2 ‐ 1 ‐ 2 73 56 77
63 50 10 729 200 170 5 0,270 34 35 2 ‐ 1 1∕2 ‐ 2 73 65 77
75 40 10 729 200 182 9 0,397 41 40 2 1∕2 ‐ 1 1∕4 ‐ 2 1∕2 84 66 92
90 32 10 729 200 143 6 0,671 55 46 3 ‐ 1 ‐ 3 97 77 110
90 63 10 729 200 146 5 0,715 55 46 3 ‐ 2 ‐ 3 97 93 110

110 32 10 729 200 144 3 1,109 67 56 4 ‐ 1 ‐ 4 117 89 133
110 50 10 729 200 136 3 1,143 67 56 4 ‐ 1 1∕2 ‐ 4 117 98 133
140 50 10 729 200 148 1 2,452 82 72 5 ‐ 1 1∕2 ‐ 5 148 113 172
140 75 10 729 200 149 1 2,478 78 72 5 ‐ 2 1∕2 ‐ 5 148 122 172
160 110 10 729 200 152 1 4,305 91 81 6 ‐ 3 ‐ 6 167 142 192
160 90 10 729 200 158 1 3,431 91 81 6 ‐ 3 ‐ 6 167 142 192
200 110 10 729 200 153 1 6,688 131 106 7 ‐ 4 ‐ 7 213 192 232
225 110 10 729 200 156 1 8,096 143 119 8 ‐ 4 ‐ 8 239 204 257
225 160 10 729 200 157 1 7,485 119 119 8 ‐ 6 ‐ 8 239 205 257

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a

guaranteed durability. They are subject to modification. Our General Terms of Sale apply.

Georg Fischer Piping Systems Ltd, Postfach, CH-8201 Schaffhausen/Switzerland

Phone +41 -(0)52-631 1111

e-mail: info.ps@georgfischer.com

Internet: http://www.gfps.com


