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T-stuk 90° recht PP-H/PE100

• T-stuk 45° op aanvraag 
D

(mm)
PN

(bar)
d

(mm)
code SP gewicht

(kg)
D1

(mm)
ZA 1
(mm)

ZA 2
(mm)

L1
(mm)

Zi 1
(mm)

Zi 2
(mm)

50 10 ‐ 16 20 727 204 106 1 0,376 54 105 175 43 141 176
50 10 ‐ 16 25 727 204 107 1 0,409 54 105 175 43 143 174
63 10 ‐ 16 32 727 204 108 1 0,696 67 120 190 50 160 187
75 10 ‐ 16 40 727 204 109 1 1,207 79 145 225 61 188 220
90 10 ‐ 10 50 727 204 110 1 1,744 101 170 260 71 216 252

110 10 ‐ 10 63 727 204 111 1 3,051 119 210 310 80 258 296
125 10 ‐ 10 75 727 204 112 1 5,437 134 225 330 91 277 312
140 10 ‐ 10 90 727 204 113 1 12,248 170 250 360 108 311 340
160 10 ‐ 10 110 727 204 114 1 8,389 170 260 375 108 330 349

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a

guaranteed durability. They are subject to modification. Our General Terms of Sale apply.
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