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T-stuk 90° recht PVC-C/PE100

• T-stuk 45° op aanvraag 
D

(mm)
d

(mm)
PN

(bar)
PVC-C

TANGIT / PE
code

SP gewicht
(kg)

PVC-C
DYTEX / PE

code

SP gewicht
(kg)

50 20 16 ‐ 16 723 204 106 1 0,599 723 204 156 1 0,599
50 25 16 ‐ 16 723 204 107 1 0,673 723 204 157 1 0,673
63 32 16 ‐ 16 723 204 108 1 0,787 723 204 158 1 1,108
75 40 16 ‐ 16 723 204 109 1 1,916 723 204 159 1 1,363
90 50 16 ‐ 10 723 204 110 1 2,611 723 204 160 1 2,611

110 63 16 ‐ 10 723 204 111 1 4,514 723 204 161 1 4,514
125 75 16 ‐ 10 723 204 112 1 6,523 723 204 162 1 6,523
140 90 16 ‐ 10 723 204 113 1 13,901 723 204 163 1 13,901
160 110 16 ‐ 10 723 204 114 1 15,527 723 204 164 1 15,527

D1
(mm)

ZA 1
(mm)

ZA 2
(mm)

L1
(mm)

Zi 1
(mm)

Zi 2
(mm)

54 105 175 43 139 174
54 105 175 43 142 171
67 120 190 50 160 183
79 145 225 61 189 214

101 170 260 71 219 244
119 210 310 80 266 287
134 225 330 91 288 301
170 250 360 108 321 324
170 260 375 108 344 327

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a

guaranteed durability. They are subject to modification. Our General Terms of Sale apply.
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