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Multifunctional module (I03) PP-GF
With mechanical limit switches AgNi

Model:
• Accessory to ball valve type 546
• Multifunctional module acts as an intermediate element for actuators
• For operation with handle, multifunctional handle has to be ordered separately.
• Including plug 3P+E / protection: IP65
• Including screws to mount the module and stainless steel coupling piece (V2A) for dimension

DN65-100
• Switch type Crouzet 83 181 
DN-DN

(mm)
d-d

(mm)
Inch
(inch)

Code SP Weight
(kg)

10 ‐ 15 16 ‐ 20 3∕8 ‐ 1∕2 167 482 626 1 0.104
20 ‐ 25 25 ‐ 32 3∕4 ‐ 1 167 482 627 1 0.118
32 ‐ 40 40 ‐ 50 1 1∕4 ‐ 1 1∕2 167 482 628 1 0.140

- ‐ 50 - ‐ 63 2 167 482 629 1 0.257
65 ‐ 80 75 ‐ 90 2 1∕2 ‐ 3 167 482 630 1 0.478
- ‐ 100 - ‐ 110 4 167 482 631 1 0.480

H1
(mm)

H5
(mm)

L1
(mm)

L5
(mm)

L6
(mm)

L8
(mm)

L9
(mm)

27 50 87 42 45 34 73
30 53 108 50 58 38 77
44 72 140 66 75 41 80
64 94 165 78 87 46 85
85 157 270 64 206

123 175 320 64 256

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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